Remove the front wheels to reveal the old system. (It helps to loosen
the wheel nuts a tumn while the tyres are still on the ground.) Undo
the bolts holding the original calliper in place and remove it. You'll
have to undo the factory rubber brake line and then remove the
retaining clip to completely remove the calliper from the car.
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Remove the dust-cap covering the disc/hub retaining nut and
remove the split pin. Bend the tab on the nut locking collar up out
of the groove in the stub-axle and remove the locking collar. Undo
the retaining nut and remove the outer bearing retaining washer.
You should then be able to slide the disc off the axle.

The kit doesn't contain the disc retaining components you've just
removed, so you must retain the originals shown here. The dust
shield seen in the background isn’t used in the kit and should be
removed next, after the three retaining bolts have been undone.
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STOP That!

rake upgrades are among the most popular
performance modifications applied to classic

cars. There are a couple of reasons for this:
most obviously, older cars generally have such poor
braking systems that an upgrade is often essential for
safety. But in addition to that, fitting a brake upgrade
kit is extremely easy, constitutes a major performance
enhancement and is relatively inexpensive.

Also, the difference a modern braking system makes
to an older car is dramatic. If you've been struggling
with an old, original-equipment brake set-up, you'll be in
no doubt about the value of your purchase after you've
fitted a brake upgrade.

As we said, fitting a brake kit is one of the easiest
modifications you'll ever make to your car. Hoppers
Stoppers in Victoria is one company that specializes in
kits for virtually every type of mainstream Australian
classic car from the 1960s and ‘70s - and many other






